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Material Saftety Data Sheet ■ 

Alkaline Manganese Button Cell 

Model No. L 1 1 54 / AG 1 3 / LR 44 / 357 / A76 

Notice ; Blank spaces aren't permitted. If any item isn’t applicable, 
no information is available, the space must be marked to inducate that. 

Net Weight: 2.0gram 


Main Chemical Components 


Manganese Dioxide 

25.7% +/- 0.5% 

Cadmium 

0.002% 

Zinc 

10,70% +/- 0.5% 

Mercury 

0,3902% 

Graphite 

3.40% +/- 0.1 

Lead 

<0,01% 

Potassium Hydroxide 

3.70% +,/- 0.5% 





Physical / Chemical Characteristics 

Boiling Point - KOH aqua solution = 140 C 
Specific Gravity (H20 = 1) 

Mn02 = 4,4. Zn = 7.1, KOH = 2,0 
Vapor Pressure (mmHg) 

KOH aqua solution = 3mmHg at 20 C 
Melting Point - Mn02 - decompose at 535 c: 
Zn= 420 C , KOH aqua = -35 C 


Fire & Explosion Hazard Data 

Flash Point (Method Used) - Incombustible 


Vapor Density (Air = 1) 

Evaporation Rate 
(Butyl Acetate = 1) 

Solubility in Water - KOH - complete 
Appearance & Color - 

Mn02 is a black powder, Graphite is also a black 
powder. Zinc is a silver metal. 

KOH aqua is a colorless liquid with stimulated odor. 


Reactivity Data 

Stability - Conditions to Avoid - Do not shod ■ circuit, change or dispose of in fire. 
Incompatibility ( Materials to Avoid ) - Hazardous polymerization will not occur. 
Hazardous Polymerization - conditions to Avoid 
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Material Saftety Data Sheet - 

Alkaline Manganese Button Cell 

Health Hazards Data 

Route (s) of Entry - inhalation, skin & ingestion. 

Health Hazards (Acute & Chronic) - These chemicals are contained in a sealed can. Risk of exposure occurs, 
only if battery is mechanically or electrically abused. The most likely risk is acute exposure when a cell vents 
KOH is caustic alkali and attack the skin and eyes. Contact of electrolyte with skin and eyes should be avoided. 
Signs & Symptoms of Exposure - KOH can cause chemical burn upon contact with skin. 

Medical Conditions Generally Aggravated by Exposure - An acute exposure will not generally aggravate 
any medical help. 

Emergency and First Aid Procedures - In case of skin contact with content of battery, flush immediately 
with water. 

For eye contact, flush with copious amount of water for 10 minutes .If irritation persists, get medical help. 

Precautions for Safe Handling and Use 

Steps to be taken in case material is released or spilled - Wipe out by wet duster. 

Waste disposal method - General abandonment 

precalions to be taken in handling and storing - Avoid mechanical or electrical abuse. 

Other Precautions , Do not short circuit, charge or dispose of in fire. Battery may explode or leak. 

Control Measures 

Respiratory Protection (Specify Type) - None 

Protective Gloves - Butyl 

Eye Protection - Safety Glasses 

Other Protective Clothing or Equirment - None 



